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“TORAY’
Ultrasuede is a registered trademark of Toray Industries, Inc.

1.0mm thick with a soft, supple feel and a surface
appearance with superior durability.

NOTES FOR HANDLING

*When combining medium/dark-colored Ultrasuede®nu with
lighter-colored materials, color migration may occur.

+ Ultrasuede®nu fabric surface is specially finished with resin that
produces delicate and random patterns on the surface. This unique
pattern might not be noticed on a short piece of fabric, so please
perform your quality check on a long fabric piece. In addition,
Ultrasuede®nu fabric surface is so delicate that you might see white
dot partially due to rubbing, but this is not safety issue.

» Ultrasuede®nu may have slight differences in color, luster, and/or
touch within a fabric roll or between fabric lots.

CARE INSTRUCTIONS

* Dry cleanable by conventional method.

«Because Ultrasuede®nu is an extremely delicate material, handwash
by gently pushing it down in a liquid at below 30°C. Avoid rubbing or
twisting as it may deteriorate Ultrasuede®nu’s surface texture.

«An Ultrasuede®nu product should not be washed together with other
items, as color migration may occur depending on the material or color
of other items.

*When using a detergent, liquid neutral detergent is recommended. Do
not use chlorine bleach.

*When ironing, use a low temperature setting (110°C or lower) and place
a seamless cloth on top of the product. Use light pressure and never
press the iron too hard or stop at one place on the product.

+ Ultrasuede®nu is a non-woven material made of ultra-fine fibers
having a specially treated soft feel and a genuine grain leather
appearance. As such, repeated rubbing may alter its lustrous
appearance or cause excessive fuzzing or fabric tears.

*When storing, place the Ultrasuede®nu product in a bag. Avoid storing
in places subject to high temperature or high humidity.

Quality Specification of Ultrausede Furniture and Chair Fabric
(Physical Properties and Colorfastness)

Tear Strength (N) 1S0 13937-1 =15N
Tensile Strength (N) 1S0 13934-1 =500N
Pilling Resistance IS0 12945-1 (10 hours)
(Grage) =Grade3
Abrasion Resistance 1S0 12947-2(12KPa)
(Grade) Change in Apperance(Internal Standard) =Grade3
Dimensional Change 1S0 6330 4M-C -3%to+1%
after Washing (%) (Front Loading Washing Machine/3 times)
Colorfastness 1S0 105-X12 Dry =Grade4
to Rubbing (Grade) Wet =Grade3
Colorfastness 1S0 105-B02 (Xenon) =Grade4
to Light (Grade)
Colorfastness IS0 105-C06 B2S Color Change =Grade4
to Washing (Grade) Staining =Grade3
Colorfastness 1S0 105-E04 Color Change  =Grade4
to Perspiration (Grade) Staining =Grade3

*Values shown above are Toray measurements and not independently guaranteed.
*Please inquire us regarding fastness of extra dark colors.
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NORTH AMERICA

Toray International America Inc. Ultrasuede Department

1251Sixth Avenue, Suite 930, New York, NY 10020 +1-212-697-8150
for product information and new accounts 1-800-633-8870

for existing customers within North America

EUROPE CHINA

Toray International Europe GmbH Toray International (China) Co.,Ltd.
Frankfurt am Main Shanghai

+49-6102-7999 Ext. 121 & 128 +86-21-3251-8553 Ext.4214

JAPAN, KOREA, ASIA AND OTHER PARTS OF THE WORLD
Toray Industries, Inc.

Osaka +81-6-7688-3373

Tokyo +81-3-3245-5401
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